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1. Safe work





Warning Keep fire away when checking on the batteries 
Keep fire away when checking on or charging  





Caution Ensure to mount the covers 
Ensure to re-place the covers that have been removed for inspection/maintenance.
[If neglected]
Injury accidents including being caught in the sand spreader may occur.

Caution





¶ Notes during work



2.  Mounting position for the safety board 

The position for the safety board is marked as shown below for safe work. 







5. Start-up inspection 

5-1. Pre-work inspection 

Warning
¶ Do not smoke or use open flame while supplying fuel. 

¶ Do not add or supply oil while the engine is running or the engine still remains hot. 

¶ Ensure to close the fuel cap and wipe off the spilled fuel completely when fuel is
supplied.

¶ Remove dried-up grasses, rubbish and spilled fuel completely from the areas around the 





6. Work procedure

6-1. Operation procedure 

Warning
¶ Ensure to read the operation manual attached to the sand spreader before running. 

If neglected, mechanical fault or injury may occur. 

¶ Check the lever for the position while sitting in the driver’s seat and check the
surrounding condition for safety before starting the engine. If neglected, injury 
may occur. 

¶ Do not turn on the engine inside the building with no ventilation. Turn on the 
engine outside the building where sufficient ventilation is available. If the engine
needs to be turned on inside the building, ensure to secure sufficient ventilation. If
neglected, exhaust gas toxicity may be caused, resulting in death. 

¶ Ensure to climb up and down to the right angle when on a slope. (Do not run on 
contour.) Avoid sudden start or stop. If turning around the direction on a slope, 
turn around very slowly. If neglected, the sand spreader may over-turn or fall, 
causing injury. 

¶ Rotate at very low speed.

Caution
¶ 







7-8. Inspection on the electrical wiring 

Warning
¶ Check the electrical wiring for any contact to the other parts, the coating for any peeling 

and the contact parts for any looseness before work daily. 

Check the electrical wiring for any contact to the other parts which may be causing the 
coating peeling or scratch and the contact parts for any looseness. If damaged, replace or 
repair as soon as possible. 

7-9. Inspection/Maintenance during a long period of storage 

Danger
¶ Ensure to discharge the fuel after the engine cools down completely.  If neglected, fire

may be caught. 

Warning
¶ Remove the batteries and the key when storing the sand spreader. If neglected, an 

accident may occur. If the sand spreader will not be stored for a long period of time,
ensure to conduct the following inspection/maintenance.

(1) Cleaning 
Remove dirt, soil, cut grasses and oil completely.

(2) Oil change
Change the oil. Once the oil is changed, turn on the engine for warming up for 
approximately 5 minutes, and run each part. 

(3) Greasing 
Grease the moving parts including the parts designed to be greased. 

(4) Fuel system
Clean the fuel filters. Discharge the petrol in the fuel tank and fuel pre-filter.

(5) Tyre air pressure
Set the air pressure slightly higher than the standard values. Place the tyres on the 
board to keep them away from moist.

(6) Batteries
Remove the batteries from the sand spreader and charge them. Then, store the sand
spreader in the sufficiently ventilated indoor. Charge the batteries every 1 ~ 2 month
while they are stored as the batteries self-discharges.

(7) Bolts and nuts 
Check the bolts and nuts for looseness. Tighten them when loose.

(8) Storage 
Store the sand spreader in a dry and rain-free space. 

(9) Others 
Repair any defective parts including coat peeling. 
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8-10. List of regular service 

Operating timeItems 50 100 150 200 250 300 350 400 450 500 550 600 650
After



* How to position the sea 



* Follow the below when moving the sand spreader due to break down the engine and so on. 
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